
PROP. SPECIAL PAVERS.
SEE CIVIL DRAWING

3" LAYER OF DOUBLE SHREDDED HARDWOOD BARK
MULCH OVER WATER PERMEABLE WEED BARRIER

FABRIC IN ALL PLANT BEDS (TYP.)

3" LAYER OF DOUBLE SHREDDED
HARDWOOD BARK MULCH OVER
WATER PERMEABLE WEED
BARRIER FABRIC IN ALL PLANT
BEDS (TYP.)

PROP. TOT LOT

PROP. RESTORATION AREA PROP. BY OTHERS.
SEE INFORMATION PROVIDED BY ECOTEC INC.
AND CIVIL DRAWINGS FOR LOCATIONS

PROP. NEW ENGLAND CONSERVATION /
WILDLIFE SEED MIX
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PROP. RESIDENTIAL BUILDING
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REFER LANDSCAPE NOTES &
DETAILS SHEET FOR LANDSCAPE

NOTES AND DETAILS

THIS PLAN TO BE UTILIZED FOR
LANDSCAPE PURPOSES ONLY

SEED MIX KEY

PROPOSED CONSERVATION/

WILDLIFE SEED MIX

OWNER MAINTENANCE RESPONSIBILITIES

UPON OWNER'S (OR OWNER CONTRACTOR'S) COMPLETION OF LANDSCAPING WORK, THE OWNER IS FULLY RESPONSIBLE FOR
ALL FUTURE MAINTENANCE, CARE, UPKEEP, WATERING, AND TRIMMING OF ALL INSTALLED VEGETATION, PLANTS, TREE,
BUSHES, SHRUBS, GRASSES, GRASS, ORNAMENTAL PLANTS AND FLOWERS, FLOWERS, GROUND COVER, AND LANDSCAPING,
INCLUDING ALL LANDSCAPE ISLANDS AND AREAS ADJACENT OR PART OF THE LANDSCAPED AREAS.  THIS RESPONSIBILITY
INCLUDES, BUT IS NOT LIMITED TO, THE FOLLOWING:

§ TREES ADJACENT TO WALKWAYS AND AREAS OF PEDESTRIAN TRAFFIC MUST BE MAINTAINED TO ASSURE THAT ANY BRANCHES
MUST BE LIMBED UP TO A CLEARANCE HEIGHT OF 7 FT. (FROM ALL PEDESTRIAN SURFACES) OR PRUNED BACK TO AVOID ANY
INTERFERENCE WITH THE TYPICAL PATH OF TRAVEL.

§ TREES WITHIN VEHICULAR SIGHT LINES, AS ILLUSTRATED ON THE LANDSCAPE PLAN, ARE TO BE TRIMMED TO A CLEARANCE
HEIGHT OF 7 FT. (FROM ALL PAVED, TRAVELED SURFACES), OR AS OTHERWISE INDICATED ON THE PLANS.

§ VEGETATIVE GROUND COVER, SHRUBS AND ORNAMENTAL PLANTS AND GRASSES MUST BE TRIMMED SO THAT NO PORTION OF
THE PLANT EXCEEDS 30 INCHES ABOVE GRADE (OF ALL PAVED, TRAVEL SURFACES) ALONG AND WITHIN THE SIGHT LINES OF
PARKING LOTS AND INGRESS-EGRESS WAYS.

§ FALLEN PLANT FLOWERS, FRUIT, SEEDS AND DEBRIS DROPPINGS ARE TO BE REMOVED IMMEDIATELY FROM VEHICULAR AND
PEDESTRIAN TRAFFIC AREAS TO PREVENT TRIPPING, SLIPPING OR ANY OTHER HAZARDS.

THESE REQUIREMENTS DO NOT AFFECT THE PLANT LIFE GUARANTEES THE LANDSCAPE CONTRACTOR IS REQUIRED TO PROVIDE.

LANDSCAPE SCHEDULE
KEY QTY. BOTANICAL NAME COMMON NAME SIZE CONT.

SHADE TREES

QP 1 QUERCUS PALUSTRIS PIN OAK 2 1/2-3" CAL. B+B

SUBTOTAL: 1

ORNAMENTAL TREES

BNH 1 BETULA NIGRA 'HERITAGE' HERITAGE RIVER BIRCH 10-12' B+B

CFR 3 CORNUS FLORIDA RUBRA PINK FLOWERING DOGWOOD 8-10' B+B

SUBTOTAL: 4

EVERGREEN TREES

TPG 4 THUJA PLICATA 'GREEN GIANT' GREEN GIANT ARBORVITAE 7-8' B+B

SUBTOTAL: 4

DECIDUOUS SHRUBS

HPB 31 HYDRANGEA PANICULATA 'BOBO' BOBO HYDRANGEA 18-24" CONTAINER

IVWR 19 ILEX VERTICILLATA 'WINTER RED' WINTER RED WINTERBERRY HOLLY 30-36" CONTAINER

IVSR 25 ILEX VERTICILLATA 'RED SPRITE' RED SPRITE WINTERBERRY HOLLY 18-24" CONTAINER

SUBTOTAL: 75

EVERGREEN SHRUBS

IGS 17 ILEX GLABRA 'SHAMROCK' SHAMROCK INKBERRY HOLLY 24-30" B+B

JCBP 11 JUNIPERUS CHINENSIS 'BLUE POINT' BLUE POINT JUNIPER 4-5' B+B

KLO 17 KALMIA LATIFOLIA 'OLYMPIC FIRE' OLYMPIC FIRE MOUNTAIN LAUREL 30-36" B+B

RPG 16 RHODODENDRON 'PURPLE GEM' PURPLE GEM RHODODENDRON 24-30" CONTAINER

RPJM 18 RHODODENDRON CAROLINIANA X PJM PJM RHODODENDRON 24-30" B+B

TMS 29 TAXUS X MEDIA 'STONEHENGE' UPRIGHT YEW 24-30" B+B

SUBTOTAL: 108

GROUND COVERS

JHBH 77 JUNIPERUS HORIZONTALIS 'BAR HARBOR' BAR HARBOR CREEPING JUNIPER 15-18" SPRD. CONTAINER

SUBTOTAL: 77

PERENNIALS

HHR 190 HEMEROCALLIS 'HAPPY RETURNS' HAPPY RETURNS DAYLILY 2 GAL. CONTAINER

LM 212 LIRIOPE MUSCARI 'BIG BLUE' BIG BLUE LILYTURF 1 PT. CONTAINER

SUBTOTAL: 402

ORNAMENTAL GRASSES

CAKF 42 CALAMAGROSTIS ARUNDINACEA 'KARL
FOERSTER' FEATHER REED GRASS 2 GAL. CONTAINER

FCEB 17 FESTUCA CINEREA 'ELIJAH'S BLUE' BLUE FESCUE 1 GAL. CONTAINER

PA 25 PENNISETUM ALOPECUROIDES FOUNTAIN GRASS 2 GAL. CONTAINER

SUBTOTAL: 84

PROPOSED HYDROSEED

LAWN

(2) 6X6" PT TIMBER CURB

12" MINIMUM FIBAR SAFETY SURFACE

FILTER FABRIC BARRIER

4" COMPACTED 12" CRUSHED STONE DRAINAGE LAYER

6" GRAVEL SETTING BED

COMPACTED SUB GRADE

24" METAL REBAR THRU BOTH TIMBERS

FIBAR PLAY SURFACING
DETAIL N.T.S.

3" BULL DOG GATE HINGE OR
APPROVED EQUAL

2" CLEARANCE

BLACK VINYL ALUMINUM TIES, TYP. TIES
SHALL BE SPACED AT 24" ALONG ALL RAILS.

3" DIAMETER GATE POST, TYP.

FINISH GRADE VARIES,
SEE PLAN

4'

4' CLEAR

SEE FENCE DETAIL FOR
FOOTING DESIGN, SHOWN
FOR REFERENCE ONLY

FENCE FABRIC: #9 GAUGE,
VINYL-COATED GALV.

STEEL WIRE, 2" DIAMOND
MESH

2" DIAMETER
GATE FRAME,
TYP.

3" DIAMETER GATE POST, TYP.

4' HIGH BLACK VINYL TENSION BAR

LOCKABLE GATE LATCH .
CONTRACTOR TO PROVIDE LOCK

FINISH GRADE AND MATERIAL
VARIES, SEE LANDSCAPE
PLAN

FENCE FABRIC: #9 GAUGE,
VINYL-COATED GALV.
STEEL WIRE, 2" DIAMOND MESH

TOP & BOTTOM BRACE RAIL FASTENING, PER
MANUFACTURERS RECCOMENDATION
TOP RAIL; 1.66'' (1-5/8'') O.D.
ROUND POST CAPS, TYP.;
SET WITH SET SCREW
TERMINAL POST:  2-1/2" O.D.
STEEL.
RAIL TIES,  13 GAUGE,
VINYL-COATED DOUBLE WRAP
AT 24" O.C., TYPICAL
TENSION BAR BANDS

3/4" X 3/16" TENSION BAR AT
FABRIC BREAKS

NOTE:
1.) SELVAGES AT TOP & BOTTOM OF FENCE FABRIC SHALL
BE KNUCKLED. ALL FENCE FABRIC TO BE VINYL-COATED
GALVANIZED STEEL AS PER SPEC AND BE COLOR BLACK.
ALL POSTS AND HARDWARE TO BE VINYL-COATED GALV.
STEEL AS PER SPEC. FENCE FABRIC TO BE LOCATED ON
THE OUTSIDE WITH ALL TIES IN ACCESSIBLE FROM INSIDE
OF THE PLAY AREA.
2.) ALL FENCE COMPONENTS TO BE BLACK IN COLOR

FENCE FOOTING

LINE POST TIES: 9 GAUGE, 15"
O.C. MAX. VERTICAL, TYP.

TYPICAL LINE POST 2" O.D.,
SEE SPEC.

CHAINLINK FENCE GATE
DETAIL N.T.S.

CHAINLINK FENCE
DETAIL N.T.S.

EXISTING TREE TO BE REMOVED=
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